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L L , , L 1 LCD display panel item 38 must be central and perpendicular within display frame item 17.
17 RAZERIPSR LA ARIIRE QRN E T ISER KA XA W | Remove protective film from LCD panel prior to closing plastic enclosure.
—_— . '_ / | ‘ I _ 2 Sparingly lubricate both sets of hinge lamella with grease item 40, avoiding contact with painted
s g ! : : surfaces.
’ e 2 . : 3 To assist assembly, affix insulator item 33 to display frame using solid tack adhesive e.g.
- s | . 184ref) 3 (el | Henkel Prit™ adhesive sick.
. . . 4 Route wires to fluorescent tube (part of item 32) through slots in internal wall of display carrier
v T ' < ’ item 16 — see detail 'B".
= ‘ SEE DETAIL'E’ 5 Abut concave face of washer item 31 to plastic, convex face to spacer item 27/28.
y : i 6 Fit insulating washer item 34 and spring clip item 22 over flats on potentiometer shaft, but with
] " " ‘ - ‘ the clip tilted and offset to one side — see detail 'D'. Gently and carefully screw thumbwheel
‘ A : 1~ ] ‘ . item 13 fully into potentiometer shaft (typically three full turns). Slide the spring clip laterally
NOTE 7 ! p E@ - into place, and then rotate the thumbwheel gently until the spring clip clicks into place. Little if
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pi g 'O _ v SEE NOTE 1 7 Gently bend the 68pF 2kV axial-leaded capacitor down onto the backlight control board item 20
o 7 ! 7 : prior to closing the plastic enclosure.
g ., 8 Tighten long hinge pin item 7 to approximately 18Ncm.
SEE DETAILC 9 Tighten short hinge pin item 6 to approximately SNcm. After assembly, adjust both hinge pins
if necessary until display panel will hold under gravity in any opened position.
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